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Background
Maintenance Engineers at a major Mid Atlantic Hotel complex were experiencing significant programs
with low air flow in their guest rooms. the inability to keep up with heating cooling loads in the 
rooms was cashing csomer complaints. In addition the fan motors were overheating and failing.

The Aeris Atlantic GreenRoom Program reduced 
operating costs by significantly improving room air 
flow quantity, quality and temperature response time.
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Design Pre-AerisGuard Post-AerisGuard

Capacity 30,000 BTU/hr 18,700 BTU/hr 28,500 BTU/hr

EER Rating 9 BTU/Watt-hr 5.6 BTU/Watt-hr 8.5 BTU/Watt-hr

Runtime 6.4 hrs 10.27 hrs 6.73 hrs

Cost $2.77/day $4.46/day $2.94/day

Average Cost Savings Per Hotel Room at $0.13/kwh

Assuming Demand Time of 16 hrs/day

Average Cooling/Heating Requirement 12,00 BTU/hr, 288,999 BTU/day

Savings per day $1.52

Saving per year at 90% occupancy $499.32

Aeris Environmental Ltd (Aeris Environmental) and (Aeris Accredited Applicator) provide 
the following limited warranty to original purchasers of AerisGuard Maintenance Corrosion 

Protection which has been applied to the surface of heat exchange condenser coil(s) of new, 
and up to 12 months after installation, air-conditioning unit by the Aeris Accredited Applicator 

and which have been paid for in full.

For a period of three years from the date on which AerisGuard 
Maintenance Corrosion Protection was first applied to the coil, 
provided the subject installation is formally contracted to the 
Aeris Accredited Applicator, subject to the AerisGuard 3 Year 

Corrosion Protection Plan

WARRANTY

12
MONTH
WARRANTY

WITH CORROSION 
PROTECTION PLAN

AerisGuard
GreenRoom Program

EPA Approved AQIS ApprovedNSF Approved TGA ApprovedEPA/DOE Energy Star 
Partner (USA) Approved

HACCP Approved

Background
Maintenance Engineers at a major Mid Atlantic Hotel complex were experiencing significant problems
with low air flow in their guest rooms. The inability to keep up with heating/cooling loads in the 
rooms was causing customer complaints. In addition the fan motors were overheating and failing.

Results
Average Cost Savings Pe•	 r Hotel Room at $0.13/kwh
Assuming Demand Time of 16 hrs/day•	
Average Cooling/Heating Requirement 12,00 BTU/hr, 288,999 BTU/day•	
Savings per day $1.52•	
Saving per year at 90% occupancy $499.32•	

Remediation
The HVAC units were treated with the AerisGuard HVAC Protection System.
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EPA Approved AQIS ApprovedNSF Approved TGA ApprovedEPA/DOE Energy Star 
Partner (USA) Approved

HACCP Approved

HVAC Room Demand Time (16 Hrs)
Design

Run Time

6.4 hrs 10.2 hrs 6.7 hrs

Pre-AerisGuard
Run Time

Post-AerisGuard
Run Time

Leading edge fungicide/bacteriacide – ideal for HVAC duct systems

Designed to adhere to all surfaces used in HVAC duct systems

Prevents colonisation by mould and bacteria – for 10 YEARS

Extremely low odour – existing products produce strong odours 
for hours

Scientifically advanced – water based formulation extremely low 
degree of human toxicity chemicals

Fast easy application– goes on as a heavy even coating - saves 
time and money

Versatile – additional coats can be applied immediately – no 
intermediate drying required

OH&S Safe – all components approved for human contact

Efficient – HVAC system restart achievable within 1 hour of application

Clean, green technology – solvent free

Strong – crack resistant with respect to system vibration

Features of the AerisGuard 
Antimicrobial Duct Treatment

Before After




